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PB95 Series 21 x 13mm Light Bar

Features

*Uniform Light Output
*|C Compatible

*Y ellow Diffused Surface
*White Housing

*RoHS Compliant

*Light Bar with 6 GaAsP Y ellow Chips

Absolute Maximum Ratings at T = 25°C
POWES DiSSI DA ON. . vt e et e et e e e et e e e e e 468mw
Reverse Voltage (SLOOMA) ... ee et e et e e e e e e e e et e e e e 5.0v
Max FOrWard CUITENT ......c.coererieereresesieeeesesesiere et ssesesesre s nee e e s e e sneeenen s e neeee SOMA
Peak Forward Current (1/10 Duty Cycle, 0.1ms Pulse Width).............................. 100mA
Operating Temperature RANGE... ...cceveveeeeierieneeesiesese e e ceee e ee e ... -25°Cto +85°C
Storage Temperature RaNQGE. ... ..o vve vt ee e e eenes -40°C to +100°C
SOlAEriNg TEMP. ... en e e eenee e e e e 200°C fOr 5 S2CONAS

Electrical & Optical Characteristicsat Tp = 25°C

Part Number Emitting Chip Peak Wave Dominant Forward Voltage Luminous Intensity
Color Material Length Wave Length @20mA (V) @20mA (mcd)
nm nm Typ Max Min Typ
PB95-LBRY 01 Yellow GaAsP 585 590 21 2.6 6.0 11.0
Package Dimension arein Millimeters. Tolerance is = 0.25mm unless otherwise specified.
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13.0 ; 10.0 12.0 13.0 Pin # Pin #
2 Anode | 1 Cathode
L ]:‘ J ¢ i 4 Anode | 3 Cathode
6 Anode | 5 Cathode
8 Anode | 7 Cathode
e 0.5 10 Anode | 9 Cathode
12 Anode | 11 Cathode
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